




















Standards Three Part Duplicating Team —Model 8700...

Hectofax... Model 8500

Simple as 1-2-3.

1. Hectofax Spirit Master is
inserted into the Model 8700
Copier/Transparency Maker. (Hec-
tofax masters, can be directly
imaged from typed, handwritten or
previously-printed original materi-
als provided the image is faxable.)

2. Model 8700 Copier/ Trans-
parency Maker delivers the ready-
to-run masters in less than 4
seconds! (The 8700 requires no
warm-up . . . no chemicals or
powders . . . no operating skill. In
addition to spirit masters, unit can
produce overhead projection trans-
parencies, stencil masters, facsim-
ile copies and laminations.)

3. Team up the 8700 Copier/Trans-
parency Maker with the new state
of the art Model 8500 Accu-Feed
Duplicator. The Accu-Feed system
is the most advanced and efficient

feeding system you can find on any
Spirit Duplicator. Accu-Feed elimi-
nates paper waste and provides
operator simplicity for feeding one
sheet at a time, every time! (No
matter what weight stock.) Model
8500 features a full ream (500
sheets) feed tray, a predetermine
dial copy counter, and a circulating
fluid system that pumps directly
from the one gallon shipping con-
tainer and requires no priming.

Standard Model 8700 Specifications

Weight: 27 pounds

Dimensions: Height 7% " Length
19" Depth 15"

Electrical Requirements: 12
amps at 105-125 volts. 60 HZ UL
Listed

Paper Size: 9% " widex desired
length with automatic time delay
Cooling: Large turbine fan with
automatic shut off
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Standard

Standard Duplicating Machines Corp.
Everett, Massachusetts 02149  (617) 387-5070

Our Standards Are Simply Better

Lamp: Infared halogen type 115
volt 1350 watt

Drive System: Proven belt carrier
transport with automatic controls
which determine lamp-on time and
prevent damage in event of a jam
Operating Controls: Lamp
circuit automatically triggered
when material to be copied is
inserted into entrance slot. Selec-
tor dial color coded to quickly

determine correct setting. Auto-
matic electronic speed control.
Feed Tray: Designed with a pre-
set entrance slot to prevent inser-
tion of paper clips or other foreign
objects that could cause damage to
machine.

Safety Control: A special over-
load cutout circuit turns off lamp
should jam occur. Cover features
safety interlock switch.



