






I. Unfasten catch securing front cover, 
and lower to table. 

2 Release the two bolts by pulling 
• inwards, and lower rear cover to 

table. This now acts as the receiving tray. 

J. Position the two paper stacking 
guides in receiving tray. These are 

adjustable for various sizes of paper. 
Unclip handle from base of machine. 
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4. Insert handle. 

5. Release feed table clip from cylinder. 

6. Lower feed table. 

5 



7 If the cylinder is new and not 
• previously inked, charge with I lb. 

of Renee duplicator ink, as follows:­
Ensure that the ink pad is fully stretched 
on cylinder by tightening the two 
knurled nuts and see that the inking 
lever (fig. 8) is in the off position. 
Unscrew filler cap and insert ink as 
illustrated. Replace the filler cap and 
move inking lever to the "ON" position. 
Turn handle several times until the ink 
is evenly distributed over pad. For 
subsequent inkings use only half of a I lb. 
tube. 

8. W_hen copies become faint during 
printing, operate machine with 

inking lever "ON" for several prints. 
If there is no response, it indicates that 
the cylinder requires recharging. 

9 Fitting the Stencil. Turn handle to 
• "I o'clock" position. Hold stencil as 

shown and engage three slots in heading 
with three tongues on cylinder. 
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IO Holding tail of stencil as shown, 
• turn handle and wind stencil and 

backing sheet on to cylinder. This should 
automatically position the stencil cor­
rectly. Insert tail of stencil under clamp 
and turn back cylinder so that backing 
sheet can be torn off along perforated 
line. 

11. The printing lever must be in 
the "Neutral" position and the 

handle given one complete turn to 
disengage the feed mechanism. 
The feed table capacity is approximately 
half a ream, but varies slightly accord:ng 
to the thickness of the paper. The stack 
of paper should be held in one hand 
and gently "fanned" out to separate 
the sheets. Re-stack the paper n·eatly 
and after moving sponge rubber side 
guides to edge of feed table, place paper 
on it. Push paper forward until flush 
with front platform and grip sides of 
paper with sponge rubber guides. 

12. Lift feed table until paper contacts 
rubber feed rollers. To commence 

printing, move printing lever to "Print" 
position and turn handle twice to produce 
first copy. 
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13. Check position of copy. The 
head-space can be adjusted if 

necessary, the total movement being 
approximately I¼", To raise or lower 
printing position on paper, engage the 
head-space catch in the recess at the 
top of right-hand side cover, at the same 
time turning the handle to right or left. 
The side margin can be adjusted by 
moving paper to left or right on feed 
table. 

14. Strippers are adjustable and should 
be set so that the points are as 

near to the stencil as possible without 
actually touching it, and positioned so 
that they run down the margin outside 
the printed area. 

15. Set counter to read "0000" as 
shown. Each copy printed regis­

ters on the counter. 
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16. After printing the required num­
ber of copies, the handle should 

always be stopped at "6 o'clock" 
position. 

17. Return printing lever (Fig. 11) 
to the "Neutral" position and 

rotate the handle once to clear the last 
sheet. Drop the feed table by pulling 
the button in the direction of the arrow. 

18. To remove stencil, press release 
catch which disengages head from 

tongues. 

9. 
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19. Hold head of stencil with left 
hand and turn handle, at the same 

time pulling stencil free from tail clamp. 

20. The feed will accommodate any 
size from foolscap to single post­

cards, as illustrated. Simply slide the 
feed rollers along the bar to suit widths 
of paper. In the case of postcards, 
position the side guides in the slots 
nearest to the feed rubbers as illustrated. 

General 

notes 

INK DENSITY 

Running speed controls density of inking and should be 
adapted to the type of work. 

RE-CHARGING WITH INK 

If the copies become faint during printing and the application 
of the inking lever does not improve the result, re-charge 
the cylinder, as Fig. 7. 

STRIPPING 

Strippers are adjustable and should be set so that the points 
are as near to the stencil as possible without actually touching 
it and positioned so that they run down the margin outside 
the printed area. 

CLOSING MACHINE 

The stencil should not be left on cylinder during the periods 
between use. Ensure feed is clear as in Fig. 17, remove handle 
and place it in its cli,P' at the base of machine. It is important to 
secure the feed table and cylinder by means of the clip. This 
prevents the cylinder from turning if the machine is carried. 
Make certain that bolts and clip-on covers are secure before 
attempting to lift machine. 

Removal of 
impressi9n roller 
for cleaning 

Standing at back of machine, pull stirrup (I) 
upwards and outwards to positibn shown. Take 
hold of roller (2) and slide as far as possible to the 
left. This will disengage the right-hand end from 
its locating hole. Withdraw this end of the roller 
slightly and move it to the right into cut-out (3) 
until opposite end is clear of its locating hole. 
The roller can now be removed and cleaned with 
Renee Cleaning Fluid. It should be liberally 
dusted with french chalk before re-fitting to the 
machine. 
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RONE OT RON IC AUTOMATIC STENCIL CUTTER 

CUTS STENCILS ELECTRONICALLY, 

EVEN FROM FULL-TONE GLOSSY 

PHOTOGRAPHS 

New from Roneo-the very latest Electronic 
Stencil Cutter, a precision machine which is 
so automatic that no operating skill is needed. 
The versatile Roneotronic will produce per­
fect stencils direct from line or wash drawings, 
heavy solids, half-tones or even full-tone 
photographs. It will cut high definition 
stencils when the original is in pastel colours 
or very faint lines. A Roneotronic Stencil 
Cutter used with a Roneo power duplicator 
can cut printing bills and speed up production 
schedules. Plate-making costs are cut and all 
the printing is produced on the spot, in 
black and white or colour in double quick 
time-by anyone. 

Ask to see the Roneotronic in action in your 
own office and see its outstanding qualities 
yourself. 
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The Roneo Stylus Pen and Drawing Board 
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Yet another Roneo accessory to assist the 
smaller duplicator user. The Roneo '250' 
Drawing Board facilitates the produc­
tion of drawings, diagrams, ruled forms, 
etc., on stencils. The drawer contains 
a complete outfit of pens, shader, 
Stylus-plate and transpare_nt sheet. 

The Roneo stylus pen set has 12 interchangeable stylii, 
each one specially designed for a specific purpose. With 
this pen set you can rule, draw, shade and sign on 
standard Roneo stencils-and know that your work 
will be reproduced clearly and cleanly. 
The stylii are held in a special quick release 
fitting which holds them firmly and yet 
enables a change to be made in an instant. 
Also included in the set is a signature 
plate, to ensure the clear repro-
duction of hand-writing. 
The complete set is contained in 
a neat, compact case which 
protects the instruments 
from dirt and loss whilst 
keeping them ready for 
instant use. 

-
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